ELIMINOx™ – Flexible combustion promotion with lower NOx emissions

ELIMINOx is Albemarle’s most widely used non-platinum-containing combustion promoter. More than 20 refineries around the world have used it to provide excellent carbon monoxide (CO) oxidation and to control afterburn with significantly lower NOx emissions when compared with traditional platinum promoters. ELIMINOx is used by refineries in the USA to meet the lower NOx emission regulations resulting from consent decree agreements with the United States Environmental Protection Agency. It is commercially proven to provide many refiners with a reliable, low-cost and flexible combustion promoter solution.

ELIMINOx is also used by refiners that may not have local NOx emission regulations but that wish to export their equilibrium catalyst to countries that do have NOx regulations. Refiners in these areas often cannot use equilibrium catalyst containing platinum without exceeding their NOx emission limits.

In the regenerator, the coke (carbon) on the spent catalyst is burned to form carbon dioxide (CO₂). During combustion of carbon to CO₂, CO forms as an intermediate. The conversion of carbon to CO in the presence of oxygen occurs rapidly; however, the conversion of the CO to CO₂ can be rate limiting.

Under ideal conditions, the conversion of carbon to CO₂ occurs entirely in the dense bed of the regenerator, where the heat liberated from this reaction is absorbed by the surrounding catalyst particles. If CO is allowed to escape the dense bed, it continues to react with the available oxygen. When this occurs in the dilute phase, the cyclones, the plenum or even further downstream of the FCC regenerator, there is little or no catalyst present to absorb the heat generated. This leads to high temperatures in these areas, a phenomenon known as afterburn.

When unmitigated, the high temperatures associated with afterburn may cause serious metallurgical damage and lead to unexpected shutdowns and, consequently, significant losses. ELIMINOx reduces this risk by increasing (promoting) the rate of conversion of CO to CO₂ in the dense bed.

If an FCC unit is using a platinum-based combustion promoter, replacing it with ELIMINOx may be the first step toward reducing NOx emissions. Non-platinum combustion promoters such as ELIMINOx can effectively oxidize CO and control afterburn, but are generally much less active in oxidizing nitrogen compounds. Typically, NOx levels while using ELIMINOx are 40–70% lower than those observed with a platinum-based promoter. Figures 1 and 2 show the effectiveness of ELIMINOx in reducing NOx emissions from commercial FCC units.

![Figure 1](image1.png)  
Figure 1: The reduction in NOx emissions by using ELIMINOx can be up to 70%. The 40% NOx reduction shown is typical.
The information presented herein is believed to be accurate and reliable, but is presented without guarantee or responsibility on the part of Albemarle Corporation. It is the responsibility of the user to comply with all applicable laws and regulations and to provide for a safe workplace. The user should consider any information contained herein, including information about any health or safety hazards, only as a guide, and should take those precautions that are necessary or prudent to instruct employees and to develop work practice procedures in order to promote a safe work environment. Further, nothing contained herein shall be taken as an inducement or recommendation to manufacture or use any of the herein described materials or processes in violation of existing or future patents.

© 2011 Albemarle Corporation. All rights reserved worldwide.

**Typical product properties**

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Additive name</td>
<td>ELIMINOx</td>
</tr>
<tr>
<td>Application</td>
<td>Low NOx combustion promotion</td>
</tr>
<tr>
<td>Attrition index, wt%</td>
<td>2.7</td>
</tr>
<tr>
<td>Average bulk density, g/ml</td>
<td>0.88</td>
</tr>
<tr>
<td>Surface area, m²/g</td>
<td>110</td>
</tr>
<tr>
<td>Particle size distribution (0–40), %</td>
<td>10</td>
</tr>
<tr>
<td>Particle size distribution (0–20), %</td>
<td>1</td>
</tr>
</tbody>
</table>

**Figure 2:** ELIMINOx reduced NOx emissions by 40% at constant afterburn control.

**TYPICALLY, NOX LEVELS WHILE USING ELIMINOX ARE 40–70% LOWER THAN THOSE OBSERVED WITH A PLATINUM-BASED PROMOTER.**

For more information on this or other Albemarle products and technologies, please contact your Albemarle representative.

**AMERICAS**
2625 Bay Area Blvd
Suite 250
Houston, TX 77058
USA

Tel: +1 281 480 4747
Email: catmaster@albemarle.com

**EUROPE, MIDDLE EAST, INDIA AND AFRICA**
Nieuwendammerkade 1–3
1030 BE Amsterdam
The Netherlands

Tel: +31 20 634 7300
Email: catmaster@albemarle.com

**ASIA PACIFIC**
Room 2208, Shui On Plaza
No. 333 Huai Hai Zhong Rd
Shanghai 200021
China

Tel: +86 21 6103 8666
Email: catmaster@albemarle.com

**JAPAN**
16F, Fukoku Seimei Building
Uchisaiwai-cho, 2-2-2
Chiyoda-ku
Tokyo 100-0011
Japan

Tel: +81 3 5251 0793
Email: catmaster@albemarle.com

www.albemarle.com

The information presented herein is believed to be accurate and reliable, but is presented without guarantee or responsibility on the part of Albemarle Corporation. It is the responsibility of the user to comply with all applicable laws and regulations and to provide for a safe workplace. The user should consider any information contained herein, including information about any health or safety hazards, only as a guide, and should take those precautions that are necessary or prudent to instruct employees and to develop work practice procedures in order to promote a safe work environment. Further, nothing contained herein shall be taken as an inducement or recommendation to manufacture or use any of the herein described materials or processes in violation of existing or future patents.

© 2011 Albemarle Corporation. All rights reserved worldwide.